Sascing Drtos 1000t | Pwas

20 . (or 30 5. for Accese to indetdast Heuse Lot) |

Mow: Other approved esed species sty be subsstuted. |

March 1 to August 18 Oaty 3 4 bushel
Taf Feacve 1 40 %,
Annual Rysgram 1 40 b
Perennisl Ryegrss 1 40 h.
Tall Fescun 1 40 b,
Annusl Rysgram 1 40 1b.

" . .

August 18 to November 1 Rye 3 2 dbushel
Toll Fescue 1 40 Ib.
Annusl Ryegram 1 40 |y,
Wheat 3 2 bustwl
Tall Fescun ] 40 b,
Annrusl Rysgram 1 40 by,
Perennial Rysgrass ] 40 b,
Tl Feascue 1
Annunsl Rysgrams 7
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Eroslon and Sediment Control Scheduls

A stone acceas drive complete with under lyling geo—textile
fabric (20 feet wide and 50 feet long) for ingress ond egress at
the site shall be installed. This drive shall be the only entrance
and exit to the site.

2it Fence

A silt fence shall be instalied prior to any earthwork activities
at the site In the locatins shown on the site plan as well as
along the front of any let that slopes towards the street.

Jemporary Seeding

Disturbed arecs of the aite that are to remain Idie for more thon
thirty(30) days shall be properly seeded and straw mulched

within seven(7) days of completion of intitial grading.

Temporary seeding and nuiching ao o thirty(30) foot strip o;‘
the entire front of the It shall be maintained on the site once
initiol grading Is complets.

Stabllization of critical cieas within fifty(50) fest of any stream
or wetland shail be comlete within two(2) days of the
disturbance if the site Is to remain Inactive for longer than
fourteen(14) days. D

+ L]

Straw—mulich sholl be applied ot o rate of 1 bale per every ten
(10) feet of curb, at a vidth of thirty(30) feet to the entire
length of the lot. Wood thips may oiso bs used but must be
spread at o minimum depth of four inches over the thirty—foot
}wldth ond must be accompanied by a properly instolled sift -
snce, :

Maintengnce | :

Eroslon and sediment controls shall be inspected every seven(7)
days or within 24 hours of a 0.5° or greater reoinfall avent.
Necessary repairs shall be made ot this time.

"i, the undersigned hereby certify that

this topography indicated by 6, 1', or 2’
contours, and elevations shown hereon

represent on agtycl field suryey made b
me on the _&day of mrﬁ. ,20 0

REGISTERED SURVEYOR

and that the elevations were token at

appropriate intervals and thot as of that
date they existed as indicated hereon.”

€343

Narme (/ Reg. No.

COUNTY, OHIO
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SANITARY MANHOLE = o o= o e ()
STORM MANNOLE «= em an w o
INLET OR CATCH BASIN o = coe e '
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DOSTING CONTOURS == = wse e s
PROPOSED CONTOURS

SUBDIVISION PLAT OR OTHER

LOCATIONS
LAKE COUNTY HEALTH DEPARTMENT

ALL DATA WAS FROM
BOUNDARY SHOWN OBTAINED (OEEDS, RECORDED
AS SHOWN OF ADJACENT WELLS AND SEPTIC TANKS OBTAINED FROM

St Mt BT ELEY, L LRV,

TIE TO NEAREST STREEY s ELEV. INV. BLEV,

SUSLOT HO. PANCEL NO. STORM SEWEN SE X O L.

BLOG. DMENBIONS PN OR. STORM MH. CAST ELEV. INV. E1LEV.,

BLDG, TIES FL'R. GRADES PA'T TYPE GRADE CURBS -

APRON TYPE WIOTH THICKNESS GAS LIME LOC. SIZE PRESSURE

SIOEWALK TYPE WIOTH THICKNESS WELL P LOCATION & DUPLIGATION AREA

ISOLATION RADIUS FROM WELL

NO.| DATE oY y PLAN PREPARED BY:

3 J BABCOCK - JONES & ASSOCIATES, INC.

2 PANEDVLLE, OHIO

3

n /¢

s — 0 4~-¥
“AS BUILT® CERTIFICATION

[, HEREBY CERTIFY THAT THE CIRCLED GRQDES ARE EXISTI

FINISH GRADES CHECKED IN THE FIELD O

AND ARE CORRECT TO THE BEST OF MY KNOWLEDGE AND

EXISTING UTILITIES NOTE:

THE SIZE AND LOCATION, BOTH HORIZONTAL AND VERTICAL
OF THE UNDERGROUND UTIUTIES SHOWN HEREON, HAVE BEEN
OBTANED BY A SEARCH OF AVAILABLE RECORDS.
YERIFICATION BY FIELD OBSERVATION HAS BEEN CONDUCTED

WHERE PRACT HOWEVER, BABCOCK, JONES AND ASSOCIATES




